FRODUCT BULLETIN : K-SFEAY SULLETIN NO: J-5407, J=%407.-
.| DRYVALL ACCESSORY CEILING TZHTURS DATE: 5/10/74,
PRODUCTS (LONE Rﬂhvif GFEGATE) PAGE: 1of 2
APPRO?LJ,E: ( ' cals PROEUC&NE; :m:rr . CANCELS: i{—}f;«;giéq
S (@(g; v STATTLE & SanTA ANA | DATE: /20/€7
BULIETTY ’ DESCRIPTION % POUNDS | GALICNS
220 Whiting 30,43 800
440 - Tale 28,03 1CCO
0L5 Ashestos TRFLIO 6. 85 1£0
245 Thickner /¢ 228 322 10
166 Eamaco 277 .95 25
230 Poluvinvyl 2lechol E£278L , 29 7.5
£30 Eodivm Trip~lywehnsrhate 10 2.2
A6 ‘Titenium Pigrent 1,90 S0
311 Petro AA .03 75
L53 Preservative Towicil 75 13 2.7 )
L60 Varmiculite Exrpanded 20,91 £50 100 e, I
TOTAT. 100, 00 26272,25

MANUFACTURING INSTRUCTTIONS:

RS IS

. See Process Bulletin No. J-304,
. Mixing time shall te 8 minutes minimum and 12 oinutes maximgn,
. Mixing time with vermiculite shall not exceed 2 minutes.

SUALITY CONTRCL:

TM=-223

Kormal applicaticn consistency

(patty diameter of &)

TM-3B

Bond

~15% - 15 cc

Eaual 4o Standara

KG2000783

—




PRODUCT DULLETIN

- K-SPRAY

/,4

LET BULLETIN NO: J-5403, J-5407
DRYWALL ACCESSORY CEILING TEXTURE DATE: 5/10/74,
~ FRODUCTS (MINERAL AGGHEGATE) PAGE: 2 of 2
APPROVALS: - X//T\Y'K“ . PROLUCING PLANT: CANCELS:  J-5403 |
‘ \,dL ,\% 6) 17 SEATTIE & sgﬁTA ANA |  DATE: 10/20/69
N

EBQDHQI.EEEQIEIQ&Ilﬂﬂﬁ:
Test Method

. TM-1B | Viscosity (Slump Test; patty
‘diameter of 6") cc/100 gr,
T2 pH {meter)
TM=3 Bond -
T™-13 Reflectance (%)
TM-20 Cracking
T™-22 Size graduation (500 ecc sample)
g. retained on 16 mesh
b. Passing 16, retained on 50
mesh
TM-33 Dry loose density (pounds per
cubic foot)
TM-34 . Hardness
TM-36 . - White line test
TM-37 Resistance to Souring

155 to 175

7.5 to 9.5
Equal to Standard
80 to &5

No cracks or heavy
checking

220 to 400 ce

70 to 230 cc

20 1o 25

Equal to Standard

Egqual to Standard

KG2000784




